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MODEL N98-WI019M-COMPACT  
 

MODERN CHASSIS-FRONT-WHEEL DRIVE PETROL ENGINE 
ELECTRONIC FUEL INJECTION(Mono Injector System) 

OVERHEAD CAMSHAFT, ELECTRONIC IGNITION 
 

OPERATED BY HANDCRANK  
 

Complete Chassis with Engine, perfectly cut-away for teaching and training purpose. 
 
Cut-away sections are prepared with colour coding for easy learning, and show the flow 
of oil, fuel and water throughout the engine and gearbox. 
 
TECHNICAL FEATURES AND MAIN COMPONENTS: 
 
ENGINE:  
 
·  Petrol engine, 4 stroke. 
·  Electronic Central Box to control the feeding system. 
·  4 Cylinders in line with overhead camshaft, 2 valves per cylinder. 
·  Timing System ,working with toothed belt. 
·  Electronic Ignition with 4 spark plugs. 
·  Electronic Mono Injector and air filter. 
·  Complete cooling system: water pump,radiator,electric fan, etc. 
·  Alternator and Starter Motor. 
·  Lubrication system with mechanical oil pump and oil filter. 
·  Clutch: mechanical, dry single disc type.  
·  Gearbox: 5 forward + reverse. 
·  Differential with cylindrical coupling. 
·  Front-wheel drive engine transverse position, working with two axle-shafts. 
·  Braking system with: servo-brake,brake pump, tank for brake oil,and two 

complete disc brakes, all cut-away for teaching and training purpose. 
·  Complete pedal board: brake-clutch-accelerator. 
·  Mc-PHERSON type, independent front suspension with helical springs. 
·  Hydraulic shock-absorbers. 
·  Rack and Pinion steering box. 
·  Working Steering Wheel System. 
·  New cut-away battery. 
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CHASSIS: 
 
·  Simulated steering column. 
·  Original and working gear lever ( located in the exact position  of a normal car). 
·  Original hand-brake lever. 
·  Original and complete rear axle assembly, with all parts working(scale 1:1) 
·  New and complete original silencer. 
·  Complete wheel,with cut-away tire and wheel cover. 
 
The complete Chassis and Engine are mounted on a modern and sturdy STAND ,with 
efficient castor wheels. 
 
The Chassis and Engine ARE OPERATED by handcrank. 
 
NET DIMENSIONS:        cms 228 x 150 x 160 ( L x W x H)  
NET WEIGHT:             Kgs 300 approx. 
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MODEL N98-WI019E-COMPACT  

 
MODERN CHASSIS-FRONT-WHEEL DRIVE PETROL ENGINE 

ELECTRONIC FUEL INJECTION(Mono Injector System) 
OVERHEAD CAMSHAFT,ELECTRONIC IGNITION 

With WORKING LIGHTING SYSTEM  
 

OPERATED ELECTRICALLY  
 

Complete Chassis with Engine, perfectly cut-away for teaching and training purpose. 
 
Cut-away sections are prepared with colour coding for easy learning, and show the flow 
of oil, fuel and water throughout the engine and gearbox. 
 
TECHNICAL FEATURES AND MAIN COMPONENTS: 
 
ENGINE:  
 
·  Petrol engine, 4 stroke. 
·  Electronic Central Box to control the feeding system.  
·  4 Cylinders in line with overhead camshaft, 2 valves per cylinder. 
·  Timing System ,working with toothed belt. 
·  Electronic Ignition with 4 spark plugs. 
·  Electronic Mono Injector and air filter. 
·  Complete cooling system: water pump,radiator,electric fan, etc. 
·  Alternator and Starter Motor. 
·  Lubrication system with mechanical oil pump and oil filter. 
·  Clutch: mechanical, dry single disc type.  
·  Gearbox: 5 forward + reverse. 
·  Differential with cylindrical coupling. 
·  Front-wheel drive engine transverse position, working with two axle-shafts. 
·  Braking system with: servo-brake,brake pump, tank for brake oil,and two 

complete disc brakes, all cut-away for teaching and training purpose. 
·  Complete pedal board: brake-clutch-accelerator. 
·  Mc-PHERSON type, independent front suspension with helical springs. 
·  Hydraulic shock-absorbers. 
·  Rack and Pinion steering box. 
·  Working Steering Wheel System. 
·  New cut-away battery. 
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CHASSIS: 
 
·  Simulated steering column. 
·  Original and working gear lever ( located in the exact position  of a normal car). 
·  Original hand-brake lever. 
·  Original and complete rear axle assembly, with all parts working(scale 1:1) 
·  New and complete original silencer. 
·  Complete wheel,with cut-away tire and wheel cover. 
 
COMPLETE AND MODERN WORKING LIGHTING SYSTEM, really operating as in 
a modern car, including: 
 
·  Original Headlights. 
·  Original Indicator lights. 
·  Original Brake lights. 
·  Original Rear lights. 
·  Original Rear fog lights. 
·  Original Reverse light horn. 
·  Original Emergency blinker. 
·  Number plate light. 
 
The complete Chassis and Engine are mounted on a modern and sturdy STAND ,with 
efficient castor wheels. 
 
The Chassis and Engine ARE OPERATED ELECTRICALLY at Low Tension -24V-DC. 
 
SAFETY: to prevent any kind of danger and injuries to teacher and pupils( as requested 
by international safety regulations) all the mechanical parts in slow movement are 
PROTECTED WITH TRANSPARENT PLEXIGLASS, while the ELECTRIC SYSTEM 
WORKS AT LOW TENSION-24V-DC. 
 
NET DIMENSIONS:        cms 238 x 150 x 160 ( L x W x H)  
NET WEIGHT:     Kgs 350 approx. 
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MODEL N98-WI020E-COMPACT  

 
MODERN CHASSIS-FRONT-WHEEL DRIVE PETROL ENGINE- 

OVERHEAD CAMSHAFT, ELECTRONIC 
IGNITION,CARBURETOR 

With WORKING LIGHTING SYSTEM 
  

OPERATED ELECTRICALLY  
 

Complete Chassis with Engine, perfectly cut-away for teaching and training purpose. 
 
Cut-away sections are prepared with colour coding for easy learning, and show the flow 
of oil, fuel and water throughout the engine and gearbox. 
 
TECHNICAL FEATURES AND MAIN COMPONENTS: 
 
ENGINE:  
 
·  Petrol engine 4 stroke. 
·  4 Cylinders in line with overhead camshaft, 2 valves per cylinder. 
·  Timing System ,working with toothed belt. 
·  Electronic ignition with 4 spark plugs. 
·  Single carburetor and air filter. 
·  Mechanical fuel pump. 
·  Complete cooling system: water pump,radiator,electric fan, etc. 
·  Alternator and Starter Motor. 
·  Lubrication system with mechanical oil pump and oil filter. 
·  Clutch: mechanical, dry signal disc type.  
·  Gearbox: 5 forward + reverse. 
·  Differential with cylindrical coupling. 
·  Front-wheel drive, transverse position, working with two axle-shafts. 
·  Braking system with: servo-brake,brake pump, tank for brake oil,and two 

complete disc brakes, all cut-away for teaching and training purpose. 
·  Complete pedal board: brake-clutch-accelerator. 
·  Mc-PHERSON type, independent front suspension with helical springs. 
·  Hydraulic shock-absorbers. 
·  Rack and Pinion steering box. 
·  Working Steering Wheel System. 
·  New cut-away battery. 
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CHASSIS: 
 
·  Simulated steering column. 
·  Original and working gear lever ( located in the exact position  of a normal car). 
·  Original hand-brake lever. 
·  Original and complete rear axle assembly, with all parts working(scale 1:1) 
·  New and complete original silencer. 
·  Complete wheel,with cut-away tire and wheel cover. 
 
COMPLETE AND MODERN WORKING LIGHTING SYSTEM, really operating as in 
a modern car, including: 
 
·  Original Headlights. 
·  Original Indicator lights. 
·  Original Brake lights. 
·  Original Rear lights. 
·  Original Rear fog lights. 
·  Original Reverse light horn. 
·   Original Emergency blinker. 
·  Number plate light. 
 
The complete Chassis and Engine are mounted on a modern and sturdy STAND ,with 
efficient castor wheels. 
 
The Chassis and Engine ARE MOVED ELECTRICALLY at Low Tension -24V-DC. 
 
SAFETY: to prevent any kind of danger and injuries to teacher and pupils( as requested 
by international safety regulations)all the mechanical parts in slow movement are 
PROTECTED WITH TRANSPARENT PLEXIGLASS, while the ELECTRIC SYSTEM 
WORKS AT LOW TENSION-24V-DC. 
 
NET DIMENSIONS:        cms 238 x 150 x 160 ( L x W x H)  
NET WEIGHT:     Kgs 350 approx. 
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MODEL N98-WI020M -COMPACT  

 
MODERN CHASSIS-FRONT-WHEEL DRIVE PETROL ENGINE- 

OVERHEAD CAMSHAFT, ELECTRONIC 
IGNITION,CARBURETOR 

 
OPERATED BY HANDCRANK  

 
Complete Chassis with Engine, perfectly cut-away for teaching and training purpose. 
 
Cut-away sections are prepared with colour coding for easy learning, and show the flow 
of oil, fuel and water throughout the engine and gearbox. 
 
TECHNICAL FEATURES AND MAIN COMPONENTS: 
 
ENGINE:  
 
·  Petrol engine 4 stroke. 
·  4 Cylinders in line with overhead camshaft, 2 valves per cylinder. 
·  Timing System ,working with toothed belt. 
·  Electronic ignition with 4 spark plugs. 
·  Single carburetor and air filter. 
·  Mechanical fuel pump. 
·  Complete cooling system: water pump,radiator,electric fan, etc. 
·  Alternator and Starter Motor. 
·  Lubrication system with mechanical oil pump and oil filter. 
·  Clutch: mechanical, dry signal disc type.  
·  Gearbox: 5 forward + reverse. 
·  Differential with cylindrical coupling. 
·  Front-wheel drive, transverse position, working with two axle-shafts. 
·  Braking system with: servo-brake,brake pump, tank for brake oil,and two 

complete disc brakes, all cut-away for teaching and training purpose. 
·  Complete pedal board: brake-clutch-accelerator. 
·  Mc-PHERSON type, independent front suspension with helical springs. 
·  Hydraulic shock-absorbers. 
·  Rack and Pinion steering box. 
·  Working Steering Wheel System. 
·  New cut-away battery.  
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CHASSIS: 
 
·  Simulated steering column. 
·  Original and working gear lever ( located in the exact position  of a normal car). 
·  Original hand-brake lever. 
·  Original and complete rear axle assembly, with all parts working(scale 1:1) 
·  New and complete original silencer. 
·  Complete wheel,with cut-away tire and wheel cover. 
 
The complete Chassis and Engine are mounted on a modern and sturdy STAND ,with 
efficient castor wheels. 
 
The Chassis and Engine ARE OPERATED BY HANDCRANK 
 
 
NET DIMENSIONS:        cms 228 x 150 x 160 ( L x W x H)  
NET WEIGHT:     Kgs 300 approx. 
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